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Service Bulletin - Integrated Encoder

Change log:

[2023:10]

PRODUCT INVOLVED: GD, GDI and NL120Q/X series.
STARTING FROM S/N: DA00014400

ACTION: Encoder SIN/COS Electronics changed.New signal conditioning, filtering and digital
calibration.

¢ Protection against wrong voltage application, voltage invertion and output protections.
e Better signal quality, Offset cancellation and Peak to Peak variation reduction
e Digital Filtering

WARNING:
1) New phase angle must be calculated from the servo drive !

2) Possible deviation of the tuning parameters on the servo drive
3) Possible needs to retuning the offset and gain if a calibration on the servo drive is present.

IMPROVEMENTS:

PREVIOUS ENCODER VERSION:
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NEW ENCODER VERSION:

0,6-
05 _.--'""-____-""‘--L
o r/ \\ 1,25-
il /] AN 12
. 1,15
02 / \ 11
ST i\ Mr
E 0 ’I‘ \ o -lllh |ﬂ._u Lo hﬁ;btll
AL M 3,019 ¥
-0,1 ‘\K\ / 2 ngs-—
-0,2 \ / 5}’: 0,9
03 N & = 085
0.4 e 4 0.8
-0,5 Q%h__ﬂﬁff/ 0,75
- 07
Dj-u:,a -04 0.2 0 02 04 D,'a 0,65
cos 0,6+ ]
sin M 0 2000 4000 B000 8000 10000
soglia_sup Time
soglia_inf ’_|
From:
https://dokuwiki.nilab.at/ - NiLAB GmbH
Knowledgebase

Permanent link:
https://dokuwiki.nilab.at/doku.php?id=service_bulletin:encoder

Last update: 2024/02/22 12:11

https://dokuwiki.nilab.at/ Printed on 2026/02/16 20:10


https://dokuwiki.nilab.at/
https://dokuwiki.nilab.at/doku.php?id=service_bulletin:encoder

	Service Bulletin - Integrated Encoder
	[2023:10]
	IMPROVEMENTS:
	PREVIOUS ENCODER VERSION:
	NEW ENCODER VERSION:




